
Super Sani-Wash™ 300 
 
APPLICATION:

 

An economical hose for hot water washdown up to 200°F 
cleanup in food processing plants, dairies, packing 
houses, bottling plants, breweries, canneries, and 
creameries. The cover of the Super Sani-Wash™ 
Washdown hose incorporates Microban® antimicrobial 
built-in product protection. 

CONSTRUCTION:
 

TUBE: Versigard® synthetic rubber

 

COVER: White Versigard® synthetic rubber with 
Microban® product protection 

REINFORCEMENT: Spiral textile reinforced
 

TEMPERATURE: -40°F to 200°F (-40°C to 93°C)

 

PACKAGING: Reels
 

BRANDING: Example - Goodyear® SUPER SANI-WASHTM 300 with Microban® antimicrobial product 
protection 300 PSI WP. 3⁄4" (19.1 MM) MADE IN USA. 

COUPLINGS: Contact fitting manufacturer for proper fitting recommendation and coupling procedure.
 

ORDER CODES:
 

569-021 

The GOODYEAR (and Winged Foot Design) trademark is used by Veyance Technologies, Inc. under license from The 
Goodyear Tire & Rubber Company. 
 

ID NOM. OD MAX. WP WEIGHT
in. mm in. mm. psi Mpa lb./ft. kg./m.
1/2 12.7 0.84 21.3 300 2.07 0.26 0.39
3/4 19.1 1.17 29.6 300 2.07 0.42 0.63
1 25.4 1.47 37.3 300 2.07 0.62 0.92

SAP 
Code Color Hose Product 

Code Diameter Length Packaging Stock-
Minimum

20449743 White 56902112700200 1⁄2" 500' Reel Stock

20448570 White 56902119100200 3⁄4" 500' Reel Stock

20449746 White 56902125400200 1" 450' Reel Stock
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	Text1:                                 Contact your local BDI Sales representative
                                                   or visit www.bdi-usa.com 
                 for more information on Goodyear Engineered Industrial Hose!
                                                         1-888-423-4872


